Unknown/Unidentified Devices
	Current IP
	MAC Address
	Hostname
	Notes

	192.168.0.110
	5e:81:ec:77:6b:73
	sm-l305f
	Currently at .151 - Unknown Samsung device

	192.168.0.153
	d4:54:8b:29:2a:07
	kansaigaijinpc
	Jamie's PC (secondary/ignore) - review in 24h

	192.168.0.155
	76:13:3f:a1:13:74
	harukasan-notab-a8
	Unknown - possibly old tablet lease

	Last Updated: 2026-06-01
	
	
	

	Network: 192.168.0.0/24
	
	
	

	Router: OPNsense at 192.168.0.1
	
	
	


IP Allocation Scheme
192.168.0.1       - OPNsense Router
192.168.0.2-9     - Reserved for future infrastructure
192.168.0.10-29   - Core Services (VMs/Containers)
192.168.0.30-49   - User Computers & Laptops
192.168.0.50-69   - Mobile Devices & Tablets
192.168.0.70-79   - TVs & Media Devices
192.168.0.80-99   - Smart Home IoT
192.168.0.100-119 - Network Infrastructure (APs, switches, extenders)
192.168.0.120-139 - Hypervisors & Storage
192.168.0.140-149 - Reserved for expansion
192.168.0.150-200 - DHCP Pool (Guest devices only)
192.168.0.201-254 - Future expansion

Infrastructure - Core Services (10-29)
	Hostname
	Service
	Current IP
	New IP
	MAC Address
	Status

	npm
	Nginx Proxy Manager
	192.168.0.73
	192.168.0.10
	bc:24:11:5b:1d:a2
	Docker container

	adguard
	AdGuard Home
	192.168.0.124
	192.168.0.11
	BC:24:11:47:27:43
	LXC Container

	vaultwarden
	Vaultwarden
	192.168.0.121
	192.168.0.12
	BC:24:11:A8:44:A1
	LXC Container

	crafty
	Crafty Controller
	192.168.0.197
	192.168.0.13
	BC:24:11:70:10:E5
	LXC Container

	nextcloud
	Nextcloud
	192.168.0.170
	192.168.0.14
	02:99:5b:4c:b3:e6
	VM

	homeassistant
	Home Assistant
	192.168.0.179
	192.168.0.15
	02:46:0b:d8:35:7c
	VM

	foundryvtt-frigate
	Frigate (NVR) + FoundryVTT
	192.168.0.128
	192.168.0.16
	bc:24:11:ad:cb:f6
	Pop!_OS VM

	openmediavault
	OpenMediaVault (NAS)
	192.168.0.35
	192.168.0.17
	bc:24:11:2c:68:58
	VM

	wordpress-irodori
	WordPress - Irodori
	192.168.0.174
	192.168.0.18
	bc:24:11:42:70:2a
	VM

	wordpress-dustin
	WordPress - Dustin
	192.168.0.45
	192.168.0.19
	bc:24:11:7e:fc:ff
	VM


User Devices - Computers (30-49)
	Hostname
	Device
	Current IP
	New IP
	MAC Address
	Notes

	jamiepc
	Jamie's PC
	192.168.0.30
	192.168.0.30
	50:eb:f6:5a:71:f2
	✅ Migrated successfully

	jamie-gaming-vm
	Linux Gaming VM
	192.168.0.31
	192.168.0.31
	bc:24:11:b2:20:b0
	✅ Migrated successfully

	3d-printer
	3D Printer (Bambu A1)
	192.168.0.32
	192.168.0.32
	10:b4:1d:d7:02:2c
	✅ Migrated successfully

	haruka-laptop
	Haruka's Laptop
	192.168.0.156
	192.168.0.33
	a8:41:f4:8d:b9:5b
	🔄 Needs reservation

	hp-printer
	HP Printer
	192.168.0.154
	192.168.0.34
	a8:b1:3b:01:c2:ce
	🔄 Needs reservation


Mobile Devices (50-69)
	Hostname
	Device
	Current IP
	New IP
	MAC Address
	Notes

	jamie-phone
	Jamie's Mobile (S23)
	192.168.0.50
	192.168.0.50
	1a:de:e8:f1:a5:d3
	✅ Migrated successfully

	haruka-phone
	Haruka's Mobile (S25)
	192.168.0.51
	192.168.0.51
	4e:c7:f7:bc:f1:c5
	✅ Migrated successfully

	samsung-tablet
	Samsung Galaxy Tablet
	192.168.0.180
	192.168.0.52
	ee:a1:23:9f:1e:c5
	⏳ Waiting for DHCP renewal


TVs & Media Devices (70-79)
	Hostname
	Device
	Current IP
	New IP
	MAC Address
	Notes

	unknown-2
	Unknown Media Device
	192.168.0.102
	192.168.0.70
	e8:ca:c8:6d:b0:7f
	Likely TV or streaming device

	unknown-3
	Unknown Media Device
	192.168.0.125
	192.168.0.71
	a0:d0:5b:c7:13:28
	Likely TV or streaming device

	unknown-4
	Unknown Media Device
	192.168.0.126
	192.168.0.72
	20:23:51:08:19:76
	Likely TV or streaming device


Smart Home / IoT (80-99)
	Hostname
	Device
	MAC Address
	Notes
	
	

	tapo-hub-h100
	Tapo Hub/Chime H100
	a8:29:48:88:84:d6
	Smart home hub — migrated to VLAN 20, dynamic DHCP
	
	

	tapo-leak-t300
	Tapo Water Leak Sensor T300
	20:23:51:d0:b1:7d
	Water sensor (battery — not always in ARP) — VLAN 20
	
	

	tapo-bedside-l530
	Tapo Smart Bulb L530 - Bedside Table
	20:23:51:08:19:76
	Smart bulb — VLAN 20
	
	

	tapo-bedroom-l530
	Tapo Smart Bulb L530 - Bedroom
	b0:19:21:17:a7:c3
	Smart bulb (glitching in app) — VLAN 20
	
	

	tapo-hallway-a-l530
	Tapo Smart Bulb L530 - Hallway A
	f0:09:0d:b6:4a:8d
	Smart bulb — VLAN 20
	
	

	tapo-hallway-b-l530
	Tapo Smart Bulb L530 - Hallway B
	40:ae:30:67:a2:46
	Smart bulb — VLAN 20
	
	

	tapo-porch-l530
	Tapo Smart Bulb L530 - Porch
	3c:64:cf:63:58:da
	Smart bulb — VLAN 20
	
	

	tapo-plug-jamiepc-p110
	Tapo P110 Smart Plug - Jamie PC
	40:ae:30:50:c8:62
	Smart plug (PC power) — VLAN 20
	
	

	tapo-plug-3dprinter-p110
	Tapo P110 Smart Plug - 3D Printer
	b0:19:21:17:a5:7e
	Smart plug (3D printer) — app showing wrong MAC — VLAN 20
	
	

	yeelight-color4
	Yeelight Smart Bulb
	58:b6:23:41:e1:ff
	Smart bulb — VLAN 20
	
	

	reolink-kitchen
	Reolink E1 Camera - Kitchen
	54:ef:33:bd:be:e0
	Security camera — VLAN 20 (pending Camera VLAN 30)
	
	

	reolink-outdoor
	Reolink Camera - Outdoor
	e8:ca:c8:6d:b0:7f
	Security camera — VLAN 20
	
	

	tuya-backyard
	TPC100 Backyard Camera
	a8:b1:3b:01:c2:ce
	Tuya camera — VLAN 20 (pending Camera VLAN 30)
	
	


Network Infrastructure (100-119)
	Hostname
	Device
	IP
	MAC Address
	Notes
	

	u7-lite
	UniFi U7 Lite AP
	192.168.0.159
	—
	Managed by UniFi OS controller; pending static DHCP reservation
	

	
	
	
	
	
	


Hypervisors & Storage (120-139)
	Hostname
	Device
	Current IP
	New IP
	MAC Address
	Notes

	proxmox-1
	Proxmox Server 1
	192.168.0.227
	192.168.0.120
	10:ff:e0:11:46:9f
	Hypervisor

	proxmox-2
	Proxmox Server 2
	192.168.0.228
	192.168.0.121
	74:d4:35:97:f4:9d
	Hypervisor

	opnsense
	OPNsense Firewall
	192.168.0.1
	192.168.0.1
	bc:24:11:61:aa:fa
	VM - No change


VLAN Devices (Tailscale/VPN)
	IP
	MAC Address
	Notes

	100.65.128.1
	e0:cb:19:60:87:70
	Tailscale VLAN device

	100.65.159.134
	bc:24:11:be:cf:af
	Tailscale VLAN device (permanent)


DHCP Pool Configuration
Current Pool: 192.168.0.100-192.168.0.200
New Pool: 192.168.0.150-192.168.0.200 (51 addresses for guest devices)
Summary Statistics
· Total Active Devices: 35
· VMs/Containers: 10
· User Computers: 3 (2 PCs + 3D printer)
· Mobile Devices: 3 (2 phones + 1 tablet)
· TVs & Media: 2 (TV + soundbar)
· Smart Home/IoT: 14 (9 Tapo + 1 Yeelight + 2 Reolink cameras + 1-2 Tuya devices)
· Network Infrastructure: 2
· Hypervisors: 2
· Unknown Devices: 2 total (1 at .110, 1 Tuya at .176)
· Static Assignments Ready: 33 (devices with confirmed MACs)
· Guest DHCP Pool: 51 addresses
· Devices with Tapo app issues: 2 (need factory reset after migration)
Next Steps
1. Identify Unknown Devices - Use MAC lookup or power cycling method
Notes
· Tapo app issues: Bedroom light (192.168.0.138) and 3D printer plug (192.168.0.181) showing incorrect info in app - MACs from ARP table are accurate


VLAN Structure:
Main LAN: 192.168.0.0/24 (no VLAN tag)
IoT Devices: 10.10.3.0/24 (VLAN 20, SSID: IoTeePee)
Security Cameras: 10.10.2.0/24 (VLAN 30)

Firewall Rules:
IoT VLAN (20): Internet + Home Assistant (192.168.0.15) only
Camera VLAN (30): Internet + Home Assistant (192.168.0.15) + Frigate/FoundryVTT (192.168.0.16) only
Main LAN: Unrestricted access to all VLANs
